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(5) Guide the cylinder so that it 
moves without significant lateral or 
rotational movement. 

[42 FR 7152, Feb. 7, 1977] 

§ 572.10 Limbs. 

(a) The limbs consist of the assem-
blies shown as numbers SA 150 M070, 
SA 150 M071, SA 150 M080, and SA 150 
M081 in Figure 1 and conform to the 
drawings subtended by these numbers. 

(b) When each knee is impacted at 6.9 
ft/sec. in accordance with paragraph (c) 
of this section, the maximum force on 
the femur shall be not more than 2500 
pounds and not less than 1850 pounds, 
with a duration above 1000 pounds of 
not less than 1.7 milliseconds. 

(c) Test procedure: (1) Seat the 
dummy without back support on a sur-
face as specified in § 572.11(i) that is 17.3 
±0.2 inches above a horizontal surface, 
oriented as specified in § 572.11(i), and 
with the hip joint adjustment at any 
setting between 1g and 2g. Place the 
dummy legs in planes parallel to its 
midsagittal plane (knee pivot center-
line perpendicular to the midsagittal 
plane) and with the feet flat on the 
horizontal surface. Adjust the feet and 
lower legs until the lines between the 
midpoints of the knee pivots and the 
ankle pivots are at any angle not less 
than 2 degrees and not more than 4 de-
grees rear of the vertical, measured at 
the centerline of the knee pivots. 

(2) Reposition the dummy if nec-
essary so that the rearmost point of 
the lower legs at the level one inch 
below the seating surface remains at 
any distance not less than 5 inches and 
not more than 6 inches forward of the 
forward edge of the seat. 

(3) Align the test probe specified in 
§ 572.11(a) so that at impact its longitu-
dinal centerline coincides within ±2° 
with the longitudinal centerline of the 
femur. 

(4) Impact the knee with the test 
probe moving horizontally and parallel 
to the midsagittal plane at the speci-
fied velocity. 

(5) Guide the probe during impact so 
that it moves with no significant lat-
eral, vertical, or rotational movement. 

[38 FR 20451, Aug. 1, 1973, as amended at 42 
FR 7153, Feb. 7, 1977] 

§ 572.11 Test conditions and instru-
mentation. 

(a) The test probe used for thoracic 
and knee impact tests is a cylinder 6 
inches in diameter that weighs 51.5 
pounds including instrumentation. Its 
impacting end has a flat right face that 
is rigid and that has an edge radius of 
0.5 inches. 

(b) Accelerometers are mounted in 
the head on the horizontal transverse 
bulkhead shown in the drawings sub-
referenced under assembly No. SA 150 
M010 in Figure 1, so that their sensitive 
axes intersect at a point in the 
midsagittal plane 0.5 inches above the 
horizontal bulkhead and 1.9 inches ven-
tral of the vertical mating surface of 
the skull with the skull cover. One ac-
celerometer is aligned with its sen-
sitive axis perpendicular to the hori-
zontal bulkhead in the midsagittal 
plane and with its seismic mass center 
at any distance up to 0.3 inches supe-
rior to the axial intersection point. An-
other accelerometer is aligned with its 
sensitive axis parallel to the horizontal 
bulkhead and perpendicular to the 
midsagittal plane, and with its seismic 
mass center at any distance up to 1.3 
inches to the left of the axial intersec-
tion point (left side of dummy is the 
same as that of man). A third acceler-
ometer is aligned with its sensitive 
axis parallel to the horizontal bulk-
head in the midsagittal plane, and with 
its seismic mass center at any distance 
up to 1.3 inches dorsal to the axial 
intersection point. 

(c) Accelerometers are mounted in 
the thorax by means of a bracket at-
tached to the rear vertical surface 
(hereafter ‘‘attachment surface’’) of the 
thoracic spine so that their sensitive 
axes intersect at a point in the 
midsagittal plane 0.8 inches below the 
upper surface of the plate to which the 
neck mounting bracket is attached and 
3.2 inches perpendicularly forward of 
the surface to which the accelerometer 
bracket is attached. One accelerometer 
has its sensitive axis oriented parallel 
to the attachment surface in the 
midsagittal plane, with its seismic 
mass center at any distance up to 1.3 
inches inferior to the intersection of 
the sensitive axes specified above. An-
other accelerometer has its sensitive 
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